ASUS Silent Square Pro CPU Cooler Delivers Effective Heat Dissipation for Dual-Core Processors from Intel and AMD
Double Sided Fins and Heat Pipe Technology Enable Large Heat Exchange Area for Powerful Cooling

Sydney, Australia September 20th, 2006 – ASUSTeK Computer Inc. (ASUS) today announce the arrival of the Silent Square Pro CPU cooler with double sided fins and five copper heat pipes, delivering high-performance heat dissipation for dual-core processors from both AMD® and Intel®. Its superior cooling performance rivals those of water cooling systems.

For the Most Powerful Processors
The Silent Square Pro supports the latest Intel® Core™2 series, Pentium D Dual-Core CPU, Intel Pentium 4 LGA775 and Socket 478 processors as well as AMD’s Socket AM2/940/939/754, AthlonTM 64-FX, Athlon and SempronTM to provide an effective thermal solution for even the most powerful processing platforms. 

Fast heat dissipation - double sided fins and 5 copper heat pipes

The Silent Square Pro features a double sided fin design with “wave-shaped” fins located on both sides of the cooler for a larger heat exchange area. With five copper heat pipes and advanced heat conductor, the Silent Square Pro efficiently transfers heat generated by the CPU to the fins, maintaining processor temperature at the optimum level for stable, high-performance computing

Voltage regulation module protection

The voltage regulation shield inside the cooler directs airflow created by the 9cm fan to surrounding VRM (voltage regulation modules), which are critical to processor operation and overall system reliability. This unique design effectively reduces VRM temperature by 10-15˚C.

Three-step installation

The new patented retention module is designed to enable easy cooler installation in three simple steps, regardless of the processor platform. The Silent Square Pro makes installation quick and easy, without removing the motherboard from the system or memory modules from the board. To assemble, simply:

1. Place retention set on the motherboard

2. Place cooler over the CPU.

3. Lock cooler with spring clip

ASUS Fan Speed Control Kit

The Silent Square Pro comes with a Fan Speed Control Kit that is designed for 3.5” drive bays and compatible with most chassis on the market. With the Fan Speed Control Kit, users can adjust fan speeds with a control knob and see the actual speed on the LCD to conveniently achieve a balance between performance and acoustics.

Specification summary

	CPU support
	Intel® Core™2 Extreme/Core™2 Duo 

Pentium® D Dual-Core CPU
Intel Pentium® 4 HT

Intel Celeron® D

AMD Athlon™ 64 FX/X2 Dual-Core CPU

AMD AthlonTM 64

AMD Sempron™

	Cooler dimension
	120(L) x 105(W) x 158(H)mm, 745g

	Connector
	3-pin

	Heat sink material
	Dual-side aluminum fins + copper base + 5 copper heat pipes

	Fan dimension
	92 x 92 x 25mm

	Fan speed
	2,500 rpm ± 10%

	Bearing type
	Sleeve bearing


For more information, please visit the ASUS homepage at www.asus.com. 

About ASUS
ASUSTeK Computer Inc. (TSE:2357), is a leading provider of 3C total solutions. Its product portfolio includes notebooks, motherboards, graphics cards, optical drives, information appliances, desktop PCs, servers, wireless solutions, mobile phones and networking devices. With world-class engineering and offices and subsidiaries located in all corners of the world, ASUSTeK provides innovative solutions to consumers, businesses and OEM/ODM customers. The company is the perennial leader of the motherboard and graphics card industries and a top 10 player globally for notebooks, optical drives, broadband modems and a wide range of other products. 

